
Q U I C K R E F E R E N C E CARD

To Install SpellCraft On Your Hard Disk:
A SpellCraft requires a hard drive. It is recommended that it have at least 10 Meg of hard disk space
for the game, plus extra space for saves; each saved game uses about 70K.

IMPORTANT: Before you install SpellCraft you should make backup copies of your original
SpellCraft diskettes and store them in a safe place.

A Insert disk 1 in your floppy drive. If you use drive A type "A:" and press Enter. If you use drive B
type "B:" and press Enter instead.

A Next type "INSTALL" and press Enter.

A The Install program will ask you certain questions concerning where you want to install SpellCraft.
Follow the prompts and answer each question. The program will create a directory on your hard disk
in which to install SpellCraft; the directory's default name will be "SPELLC." You may, however,
choose a new directory name that is easy to remember and is different from other directories already
on your hard disk. As the installation proceeds, you will be prompted for the remaining diskettes.
When this occurs simply remove the previous diskette, insert the requested diskette into the same
drive, and press Enter.

System Requirements
A SpellCraft can use a mouse, and requires MCGA 320x200 256 color graphics (supported by most
VGA cards) and at least 545KB of free memory to run if you use any of the supported sound drivers
(it optionally uses any of the popular sound cards). If no sound is used, SpellCraft will run with
510KB; however, it is important to provide as much conventional memory as possible to increase
performance of the domain combat system. You may have to remove any memory resident drivers if
you do not have enough memory.

A SpellCraft will have improved performance if you provide more conventional memory, and will
also use up to one Megabyte of LIM 4.0 Expanded (EMS) Memory if available. 386 users should install
EMM386, or equivalent, to take advantage of this feature. Additionally, Spellcraft will take advantage
of the 80386 processor (or greater) if found on the users system (processor type is sensed
automatically).


