
Installation and Loading Card
System Requirements
Minimum Requirements
• IBM 25MHz 80386sx compatible
• 2MB RAM with 1MB EMS
• DOS 5.0 or DR DOS 6.0
• One 1.44MB 3'/4" disk drive
• Hard drive (27MB free)
• VGA graphics
• For music or sound: Ad Lib, Sound Blaster or Roland compatible card

Optimal System
• IBM 80486 compatible
• 4MB RAM with 2MB EMS
• DOS 5.0 or DR DOS 6.0
• One 1.44MB 3^" disk drive
• Hard drive (27MB free)
• VGA graphics
• Mouse
• Roland Sound Canvas and Sound Blaster cards
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You cannot use a Roland sound card in combination with either the Ad
Lib or Tandy DAC.
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Installation
Please follow these instructions to install Chess Maniac.

1. Insert Disk 1 into the floppy disk drive. This drive is usually drive B. To
access it, typeb: [ Enter) at the DOS prompt. If your 3/4" disk drive is A, type
a:|Enter| instead. To run the Installer, type install (Enter).

2. After the title screen, the program will display your computer configuration.
Numbers in red fail to meet the minimum requirements to install Chess
Maniac. Yellow numbers meet the minimum requirements, but the graph-
ics and sound effects might be limited. Green numbers meet the require-
ments. See the "System Requirements" and the "Memory Requirements"
sections following for more specific information.

3. Chess Maniac is installed from the OPTIONS MENU. First, view the
README file for the latest information about Chess Maniac. You can read
this file later by typing type readme . txt | more (Enter).

4. "Source Path" indicates the floppy disk drive from which you will install
Chess Maniac. The Installer will automatically select the drive from which
you loaded the Installer. If you need to change the source path, move the
highlight bar with (T) and Q- Press [Enter) when the highlight bar is over
"Source Path." Now, type in the new source path.

5. "Destination Path" will tell the Installer on which disk drive to install Chess
Maniac. If you do not change this destination, the program will automati-
cally create a directory on drive C called CM5. Chess Maniac can only be
installed onto a hard drive. If you do not want the program to be installed
to the default path, highlight this option and press [Enter) to change it.

6. Under "Set-up Sound," you can instruct Chess Maniac which sound and
music cards are installed in your machine. If you do not have a sound card,
Chess Maniac will not play any sound or music. This feature is available
only after the installation has been completed and can be executed from the
DOS prompt as well. See the "Sound Set-Up" section following.

7. If you are not ready to install Chess Maniac, you may exit the Installer by
highlighting "Exit Installation" and pressing [Enter).

8. To install Chess Maniac, highlight "Start Installation" and press [Enter).
Follow the instructions on the screen, and be sure to insert the disks in the
proper order. Fill out the warranty card while you are waiting for the game
to install. Send it in. The entire installation will take at least 50 minutes,
if not more. The "Building of Video Files" takes quite a while.

Do not install Chess Maniac on a hard drive with resident disk compres-
sion. Disk compression programs include Stacker, SuperStor and
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